


soundbarriere

LX210AS

Dual 10-inch, 2250W, Active Subwoofer System with DSP

Mod ¢ LX210AS LX210S LX12275

Type Active subwoofer with DSP Active subwoof er Passive futhnge satellite

RMS Power 500WA+ 250 W 500W 200W

PEAK Power 1000 W + 500W 1000 W 400W

Impedance 4 +4 4 +4 8

(1dB)Frequency | 54 200 Hz 50 Hz200 Hz 200 HZ0K Hz

response

MAX SPL 121dB 121dB 17dB

Sensiti vitwitch +4dBu10dBu +4dBu10dBu -

Input Ix XLR-Combo Ix XLR Ix SpeakodpuchConnect

Output 2xXLR, Ix Speakon, Ix XLR -

Speaker 10" Subwooferith 2.5VC e 2.75"FulRangevith 0.75'@

SpeakeQuantity 2 2 °

Crossover 200Hz,24d B/oct 200Hz,24d B/oct. -

suppo rt  x Ix 25m m,Ix M20 - Ix 25mm
100-120~220-240 VAC ~ 50| 100-120~220-240 VAC ~50 /

Lo G YD L / 60Hz 60H z -
T3.15AL/250V,

fuse T6.3AL/250V T3.15AL/250M,T6.3AL/250V -

Cabinet Material PLY PLY Aluminum

Dim ensions (HxW xI[l

)360x 660 xBO0mM m

350x 660 xB80m m

935 x95 x106 m m

Weight

28.5 kg

28kg

6.6kg




